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LeViTho — Calculation Tool for Eigenfrequencies

Software: Berechnungstool fur die analytische Berechnung der Eigenfrequenzen
von planaren nachgiebigen Mechanismen.

' Levitho - Calculation tool for free vibrations of compliant mechanisms

Young modulus [N/mm?}: [70000.0
Density [g/cm’): 27

Boundary condition start: Clamped — I
Boundary condition end: Free — I

Show coordinate system: ¥

Show explanation: v
Show angle in radians: I
Beam segment: 3 =i |
Length [mm]: 80.0
Width [mm]: [a.0
Height [mm]: 80
Angle [*): 30
Add beam | Delete beam |

Minimum frequency [Hz]: ['20.0
Maximum frequency [Hz]: 2000.0

Start calculation | Abort calculation

Export CSV

Natural frequencies:
fl: 86.155 Hz

£2: 428.145 Hz
£3: 1675.265 Hz
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Calculation done (55.25)
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Funktionen:

Modellierung von konzentrierter und verteilter Nachgiebigkeit
drei verschiedene Randbedingungen maglich

variabler Frequenzbereich

fur planare Mechanismen mit rechteckférmigen Querschnitten
visuelle Darstellung des Mechanismus

analytische Losung innerhalb von Sekunden

Export der Mechanismenparameter moglich

Anwendung:

e Berechnung der Eigenfrequenzen von planaren nachgiebigen Mechanismen
e intuitive und schnelle Erstellung der zu berechnenden Mechanismen
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